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Triton DOUBLE ADHESIVE TIE RR10  
 
Description and Use 
The Triton RR10 is a 5mm diameter stainless steel replacement wall tie which can be used in situations that require 
both the inner and outer wall to be anchored with resin.   
 

The RR10 
 Consists of a 5mm stainless steel bar with two 10mm nuts on each end of the tie with a centre drip.   

 The Triton RR10 tie is manufactured from 304 grade austenitic stainless steel.   

Application 
A 10mm diameter hole is drilled through the outer leaf brick and into the inner leaf to a minimum depth of 55mm.  The 
hole should be drilled at a slightly inclined angle to avoid ingress of dampness (as recommended in Bre Digest 329) and 
blown out to remove any loose dust and drillings.  Care must be taken in selecting the correct length wall tie for the 
appropriate cavity width. Triton TRIFIX RESIN must then be injected into the inner leaf hole and the Triton RR10 
pushed across the cavity and firmly into the resin filled hole.  Resin is then applied to the outer hole encasing the tie end.  
The hole should then be capped off with mortar or mastic.   
 

Load Testings 
Once the resin has cured a pull test on the inner leaf can be performed using the appropriate adaptor and testing 
machine.   
 
Typical loads achieved are in excess of 2.5kn.   
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For further information please contact: 

Triton Chemical Manufacturing Co Ltd T/a Triton Systems 
Units 3 – 5 Crayford Commercial Centre, Greyhound Way, Crayford, Kent DA1 4HF 

Tel: 01322 318830           Fax:   01322 524017                                Email: info@tritonsystems.co.uk  

www.tritonsystems.co.uk 
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