Triton Tri-Cream / Tri-Gel ’\

150 mm Min.

Existing Ground Level \

Renovating Plaster /

/ Render + Trimix 1

2 Coats Triton TT
Vapour Membrane / TT55 + LPA

ik ON

www.tritonsystems.co.uk

Triton Systems
Units 3 - 5 Crayford Commercial Centre
Greyhound Way, Crayford, Kent. DA1 4HF

Telephone: 01322 318830
Fax: 01322 524017
Email: info@tritonsystems.co.uk
Web: www. tritonsystems.co.uk

THIS DRAWING IS THE PROPERTY OF TRITON SYSTEMS AND MUST NOT
BE LOANED OR COPIED WITHOUT PRIOR WRITTEN CONSENT
© 2011 TRITON SYSTEMS

Skirting
y
Al v Al v N v N v N v N 4 Al
- S < v < v v < S
\ \
N v N v N v N v ol v N v N

150 mm Return To Floor

NOTE

ALL INSTALLATION TO BE CARRIED OUT IN STRICT ACCORDANCE WIT!
MANUFACTURERS INSTALLATION INSTRUCTIONS. FOR FURTHER
ASSISTANCE CONTACT TRITON TECHNICAL ON THE TELEPHONE

NUMBER ABOVE.
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